Data sheet | Solenoid coils

Danifi

BG, High performance coils

¢ Enclosure:

IP67 for moist environments with terminal box

* |naccordance with:

- RoHS Directive 2011/65/EU
- Low Voltage Directive 2014/35/EU

-EN60730-1
- EN60730-2-8
Tambient Supply Voltage Frequency Power consumption
Type voltage variation Code no.
I V] [Hz] L 2y
BG024AS -40 - 80 24 -15%, 10% 50 1 21 018F6807
BG110AS -40 - 80 110 -15%, 10% 50 13 25 018F6811
BG230AS -40 - 80 220-230 -15%, 10% 50 15 28 018F6801
BG240AS -40 - 80 240 -15%, 10% 50 13 25 018F6802
BG400AS -40 - 80 380 - 400 -15%, 10% 50 15 29 018F6803
BG024BS -40 - 80 24 -15%, 10% 60 15 29 018F6815
BG110BS -40 - 80 110 -15%, 10% 60 16 29 018F6813
BG220BS -40 - 80 220 -15%, 10% 60 16 29 018F6814
BG012DS -40 - 50 12 +10% DC 20 - 018F6856
BG024DS -40 - 50 24 +10% DC 16 - 018F6857
Technical data Design In accordance with VDE 0580
Insulation of coil windings Class H according to IEC 85
Connection Terminal box
Enclosure, IEC 529 P67
Duty rating Continuous
Plug type Terminal box
Dimensions and weight L Weight
Type with terminal box
[mm] [kgl
BG 112 050

112
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